SK0016-JP2003-011656 

DRAWINGS 



FIGURE 1 



12 



Main Unit 



40 

Z 



Head Control Unit 



46 



48 



Analysis Unit 



-56 



42 

JL 



Memory Control 
I Unit 



Evaluation 
Standard . 



45 

\ 



43 



Image Processing Unit 



47 



( Position | [Color ] 
Correction Correction 
rDnit ~l lUniV 



Memory 



-44 



Correction Data 



-49 



52 

Z_ 



-50 



-54A. 54B 



14 



Test Unit 



Scanning Head 



16 

y 



32A, 34A, 
32B 34B 



-36 



r \ 

18 

1 



20 



Motor 



22 



:712338-3 



18 



SK0016-JP2003-011656 




SK0016-JP2003-0 11656 



4 I * i 



FIGURE 3 





:712338-3 



20 



SKOO 1 6-JP2003-0 1 1 656 



FIGURE 4 




:712338-3 



21 



SK0016-JP2003-011656 



FIGURE 5 




:712338-3 



22 



SK0016-JP2003-0 11656 




SK0016-JP2003-011656 

FIGURE 7 

Pixel Value (P) 



i 




> Luminous Energy (I) 



B1 



:712338-3 24 



SK0016-JP2003-011656 



FIGURE 8 



Q Start 













Scan correction board 


S10 










Detect deviation of the ED markings * 
position and size 












Generate positional correction data - 


S14 










Scan gray scale chart 






Detect color displacement of 
two telecentric optical systems 












Generate color correction data 


S20 











S12 



S16 



S18 



Q End ^ 



:712338-3 



FIGURE 9 







Scan inspection board 






Correct positions of two images 






Match overlapping portions * 
of two images 






Correct colors in overlapping portions 
of two images 






Put two images together 






Inspect based on the synthesized image 







S30 



S32 



S34 



S36 



S38 



S40 



( End ) 



:712338-3 



26 



